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WORKSWELL

Workswell s.r.o. introduces the new Thermal Imagi
System designed for early fire detection ai \ ‘!X?E‘f.;“
protection WorkswellSAFETISIndoor. The wide
usage of the product cabe applied in many Fire
Safety fields requiring 24/7 protection such as wa:
bunkers, many types of warehousedectrical
substations, landfills, photovoltaic plants etc.
Workswell pushed the limits forward and develop¢
unique allin-one system with bilt-in analysis,
continuous measuremen visualization, control
functions and alarmingSAFETI$ndoor camera can

be usedand controlled via integrated Wekerver or
viaSAFETIS Control Umith advanced features.

Workswell SAFETIBdoor camera offers great resolution of 640 x 512 px, sensitivity of 50
6ndnp c¢c/ 0 YR Flad NFB@ pivgria Sommninicdtidnynteriasalosi
connecting SAFETIS camera directly to any computer via-séfgbr ordirectly to SAFETIS
Control Uhit via Ethernet RJ45. The SAFETIS camera has integrated 7 digital outputs in the
and 7 digital outputs IBAFETIS Controhitl that can be triggered at the same time if needed.

KEY FEATURES IN SAHRDSOR

Built-in web-serverfor controland stream

SAFETIS Controhil for advanced visualization
Highprotection heated outdoor housing IP67
Fully calibrated upto 5560 / ¢ 2 IBA02 ¥ b
Resolutiom336 px or 640px detector up to 6GHz
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EthernetTCP/IP Process communication
Upto 7 digital alarm outputsin the camera

Infinity focus or optional focusing on target

Advanced analytics, recording and alarming
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Resolution 336 x 256 pixels ‘ 640 x 512 pixels

Image fequency 9Hz,30Hz or60 Hz ‘ 9 Hz or 3tHz

Hpc/ G2 bBwmpn
nnc/ G bppn
Optionalextended temperature range +50/ (i 2 c tfilter)n n n
Optionalextended temperature range400c / (i 2 c Hfitler)p n n

Temperature ranges

Temperaturesensitivity 0.05cC (50mK)
Spectral range 7.5¢m0 ®p XY
Detector type Uncooled VOx microbolometer
Focus Continuous manual (fixed focusable, min focus distance depends on lens)
Calibration Yes, including calibration certificate
Web server Yesjntegrated with additional early fire detection functions
—_—_
h+ cdcOmi pcc 1.889 mrad 2% orp2c / 1.9 mm from 1 meter
Ch+ npkl3EmorTc 1.308 mrad 2% orp2cC / 1.3mm from 1 meter
h+ o/l Em 0.895 mrad 62 % orp2c / 0.9 mm from 1 meter
—_—_
h+ npl6.8EBmopec 2.267 mrad 62 % orp2c / 2.3 mm from 1 meter
Ch+ opl9mit HTC 1.889 mrad 2% orp2c / 1.9 mm from 1 meter
Ch + B4 pvciBom 1.308 mrad 52 % orp2c / 1.3mm from 1 meter
Ch+ wMT/19ntm Mo c 0.895 mrad 2% orp2cC / 0.9 mm from 1 meter

Builtin web-server for easy and fast sensmnfiguration, Google Chrome,
Safari, Explorer or Firefox browser compatible, no external software require
Extreme detectionMAX/MIN evalation, Dynamic/Static measurement
Monitoring and darming User Control Tabl@_ogical rules and PLC connec}j@electable digital output
for specific ROI result (OR/AND operators)

Realtime video streaming, Pallet settings, Overlay elements, Digital zoomini

Camera configuration

Visualization . L .
Numeric and statistical indicators, Input and Output overview panel
Image orrection Non-Uniformity Correction asynchronous/synchronous/triggerable
ROI User definable measurement area (Point, Line, Polyline, Reaiygon, Circle)
Multiple product selection for R@iresets (Manual or via Ethernet)
Others Reailtime Clock, Emissivity correctioMultiple languages
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SAFETIS Outdo&iunctions connected to SAFETIS CONTROL UNIT

Camera configuration

Camera is completely configured via SAFETIS Control software that is preins

Numberof cameras

Monitoring and darming

Advanced analytics functions
Graphical alarm visualization
Recording

Image recording

Fully radiometric recording
Logging

Visualization

Visualization on desktop
Graphs visualization from ROI

ROI

on SAFETIS Control Unit
Up to 16 cameras connected to single SAFETIS Control unit

Advanced analytics functions, Extreme detection, MAX/MIN evaluation,
Dynamic/Static measurements, User Control Table (Logical rules for PLC

connection), Selectabldigital outputs for specific ROl measurement analysis

Yes, eliminating of nealarm triggers, eliminating of moving objects etc.

Yes

Pre-alarm recording function allows to stamtcording before the alarms appear

Yes
Yes

Yes

Reailtime video streaming from up to 16 cameras, Pallet settings, Overlay
elements, Digital zooming, Numeric and statistical indicators

Visualization can be reorganized according to customer wish
Yes

User definable measurement area (Point, Line, Polyline,.Realygon, Circle)

Digital outputs

Network and I/O connectivity
Network

Network connectivity

Digital outputson the camera
Environmental data, dimensions and power supply
IP protection (Encapsulation)
oc/ G2

Operating temperature bpnc/

Automatic heaters Yes includingclearingthe window from ice

Storage temperature 4nc/ G2 bTnc/

Humidity 5% to 95% noswondensing

Dimensions and weight

Ethernet for streaming and control (IEEE 802.3)

Up to 15digital outputs (7 orthe camera, 8 on the SAFETIS Controf)U

Ethernet 100Mb/sec, R@5, Metal cable gland protection

7 X Isolated opewrollector output (max 40 VDC), M12 circular thread

IP54 (or IP67 with front cover lens cag)o special housing needed

185 x 100 x 105 mn,.3 kg,Durable aluminum twemilled body

Supply input 230 Vac<20W, M12 circular thread

Mounting Hn E ap @20BNCRHIeacc E 0
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. AFETIBUILTIN WEBSERVER

i

SmartCamera - Chromium
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Web-serverKeyPoints

No external sftware needed and Windows, Linux or Mac OS fully compatible
Full camera control ahimage streaming via standarcetvbrowser
Userfriendly configuration wizard with multiple user access mode

Integrated operator visualization with indicator panel

> > > > >

Availabé via Ethernet cable oriveless connectivity

p>N

Camera pdates

User: honza Product: 02 2000/01/02 00:02:

Modes setungs. Set nput inggers and modes for controlling the measuremens
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Multilanguage

Digital Inputs
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. SAFETIS Control Umgiadvanced 24/7 monitoring

U Up to 16 SAFETIS camerghe same time

U Reaktime streaming of each connected SAFETIS

U Advanced wsualizationand recording functions

U Startrecordingof radiometric videaup to 30 s before
alarm (pre-trigger), during alarm and @s after alarm

U Periodical recording of radiometric images

U Lve graphs based on temperature values

U Position control of any connecteBAFETIBT

U Settings ofll parameters of apconnectedSAFETIS

U 7 digital outputs

SAFETIS Controlrit has been developed for complex early fire detection and protection requi
24/7 monitoring. This allows you to prevent critical situations and fire hazards that can ddmgee
values of company properties. Thanks @advanced SAFETIS ControlitUeatures, all alarms are
activated even beforeany fire related event startsThe SAFETIS ContralitUis a special industrial
controller with pre-installed software for parameterization and visualization. The SAFETIS Contitol

is available in two versionsifop to 8 or 16 SAFETd&meras connected at the same time.

SAFETIS Controln allows to combine any kind of SAFETd&meras, no matter if it is Outdoor,

Indoor, Exproof, Outdoor PT, Stainless Steébw / high resolution or frame rée.
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. SAFETI$hdoor dimensions (in millimeters)
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Contacts

Sales Department Headquarters
Mobile: +420725955464 Workswell s.r.o.
Email: sales@workswell.eu U Albrechtova vrchu 12

155 00, Prague 13
Czech Republic

Company contact details
Mobile: +420725 877 063

Email: info@workswell.eu

Web: www.workswell.eu

Partners Worldwide

Visit ourpartner list online



https://www.workswell-thermal-camera.com/where-to-buy/
http://www.workswell.eu/

